D'Linl(@)Technical Support Setup Procedure

How to: Setup Motion Detection Video to Email_DCS-2630L.

Step 1: Connect the power of the camera and power on.

Step 2: Open Internet Explorer and enter http://sg.mydlink.com

---
R bispss.myink comi

Step 3: Enter mydlink registered username and password. Click on Sign In.

Step 4: Select DCS-2630L. Click on Settings

{ DCS-2630L . . iy
v 62680261 Live View SD Card

% General Information

Device Name:|DCS-2630L

Model Name: DCS-2630L

Step S: Click on Advanced Settings.

#F More Settings

Please use this information when logging in to your device,

Username: admin
Passwosds **#&££F+++* ™ Show password

Advanced Settings
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Step 6: Click on Open the Advanced Settings window.

Advanced Settings

The Advanced Settings page has been opened in another
window. Leave this window open while using the
Adwvanced Settings window, er you may lose connection
to your device,

For security reasons, some Advanced Settings related to
live video and motion detection arz not zccessible
remotely.

If you see the message about this website's sscurity
certificate dus to HTTPS and IP address connection, pleass
select Continue to this website or Proceed anyway.

Open the Advanced Settings window | Ju =S

Step 7: Copy down the IP address of the DCS-2630L show in the URL bar.

] @ Certificate Error: Navigation Blocked - Internet Explorer
s . - - —

(C niip=//192.168.0.161)

‘@ There is a problem with this website's se:

The security certificate presented by this website
The security certificate presented by this website

Security certificate problems may indicate an atte
server,

‘We recommend that you close this webpage al
@ Click here to close this webpage.

@ Continue to this website (not recommended).

& More information

Step 8: Open Internet Explorer and enter the IP address of the camera that you had copy
down on the URL bar.

*@ hitp://192.168.0.161/

Step 9: Enter the camera user name and password that had set during setting up of the
camera. Click on OK.

s B
Windows Security E

The server 182.168.0.161 is asking for your user name and password. The
server reports that it is from DC5-2630L_24,

‘Warning: Your user name and password will be sent using basic
authentication en a connection that isn't secure,

’admin

OK Cancel
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Step 10: a) Click on Setup > Motion Detection.
b) Put a Tick in the box beside Enable Video Motion.
¢) Put a Tick in the box beside Enable PIR
d) Select the area you want motion to be detected.

e) Click on Save Settings.

Wireless Setup

Dynamic DNS

Image Setup

MAINTENANCE ‘

This section will allow you to enable or disable motion detection function, draw or erase motic
well as configure the sensitivity setting of your camera to detect movement. You must select
checkbox of Enable Video Motion' to turn on the feature.

(| save settings [}) Don't Save settings

Video Clip

LIVE VIDEO

Enable Video Motion
ible PIR

[30 " Jeb(0%~100%)

Drawing Mode

@ Draw motion area

SD Recording

(O Erase motion area

Clear

Video Clip is a feature to send video clips via FTP or E-I

| save settings || Do

VIDEO CLIP
; [+ viden Clip
Time and Dat
o znd o Trigger by
Video Clip
LL=ile |:|'Dr'|I3,r during
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Step 12: Under the VIDEQO CLIP section, configure the following;

b)
¢)
d)
€)
f)
2
h)
i)
J)
k)
1)

Put a tick in the box beside Video Clip.
Select Motion

Select Profile 1 beside Source

Select MP4, .mp4 besides File Format.
Select 5 besides Pre-event recording
Select 10 besides Maximum duration.
Select E-mail as Target.

Enter Recipient E-mail Address

Enter the SMTP Mail Server.

Enter the SMTP Port.

Enter the Sender User Name

m) Enter the Sender Password

n)
0)
p)
Q)

Enter the Sender Email Address

Type in 30 in the box beside Send next E-mail after.

Select according base on your SMTP port. (No, SSL-TLS, STARTTLS)
Click on Save Settings

VIDEO CLIP

Video Clip N

[Tonly during

Video Clip Type
Source @ (Configurable in Audio and Videao)
File Format :

Pra-event recording : IZI Seconds (Between 0 to 5 seconds)
Maximum duration : Seconds (Between 5 to 10 seconds)

Target

CFrP

® E-mail
Recipient E-mail Address _@gmail.com |
SMTP Mail Server |sml::.gma'|l.com |
Part 587 (Range : 1 to 65535)
User Name _@gmail.com |
Password |unun". |
Sender E-mail Address |_@gmai|.com |
Send next E-mail after Seconds (Range : 30 to 86400 seconds)
Use SSL-TLS v

Test
J

{;Save Sett]ngs)| Don't Save Settings |

- END -

Page | 4



