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D'Link Technical Support Setup Procedure

FAQ : How to Change the Wireless Network Name (SSID) on
the DSL-2750E

Release date : 27/05/2013
Model Support : DSL-2750E
H/W: T1

S/W:1.04

FAQ: How to Change the Wireless Network Name (SSID) on the DSL-2750E — Version 1.00
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Product Page: DSL-2750F Firmware Version:TH_1.04

Input username and password

Usernamae : | admin EI default username : admin

Password : ssess default password : admin
[] Remember my login info. on this computer
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ADVANCED 1390 Wireless Nogn1ea1udnoiio

Product Page: DSL-2750E Firmware Version:TH_1.04

| ADVANCED MANAGEMENT

WIRELESS SETTINGS - WIRELESS BASIC

Configure your wireless basic settings.

WIRELESS SETTINGS - WIRELESS SECURITY

Configure your wireless security settings.

Time and Date

Logout

Wireless Security
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(SSID) AAnUUI[Y Apply

WIRELESS NETWORK SETTINGS

Enable Wireless:

13
Enable MultiAP Isolation: [

Wireless Network Name (SSID) : D-Link -

Visibility Status : @ Visible ©' Invisible
Country/Region : | Thailand [+]
Control Sideband: | Upper E
Wireless Channel : |Auto Scan
802.11 Mode : |802.11b/g/n
Band Width: |40 M

[ 5] [5] [5]

Remember yvour SSID as vou will need to configure the same settings on your wireless devices and PC.

Apply Cancel
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D-Link Technical Support Setup Procedure

How to Change the Wireless Network Name (SSID) on the DSL-2750E

Step 1: Open a web browser such as Internet Explorer, Mozilla Firefox, Safari and etc. On the Address
bar, enter the LAN IP Address of the DSL-2750E. The default ip address is 192.168.1.1. Press ‘Enter’
key on your keyboard. Please enter the new ip address of the router if you have changed it.

& http://192.168.1.1/

File Edit View Favorites Tools Help

Step 2: A login screen will appear, type in the User Name and Password as “admin” all in lower case
(This is the default setting, please enter the new username and password if you have changed it).
Click on the Log In button.

Product Page: DSL-2750F Firmware Version:TH_1.04

Input username and password

Usernamae : | admin EI default username : admin

Password : ssess default password : admin
[] Remember my login info. on this computer
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Step 3: You are now at the DSL-2750E web interface. Click on the ADVANCED tab, select Wireless
on the left.

Product Page: DSL-2750E Firmware Version:TH_1.04

SETUP 1 | ADVANCED MANAGEMENT STATUS HELP

WIRELESS SETTINGS — WIRELESS BASIC

Wizard

Internet Setup

Configure your wireless basic settings.

Wireless 2

Wireless Basic

Local Network

LAN IPvE
WIRELESS SETTINGS - WIRELESS SECURITY

Time and Date
Configure your wireless security settings.

Logout

Wireless Security

Step 4: Under the WIRELESS NETWORK SETTINGS section, enter your desired wireless network
name (SSID) on the Wireless Network Name (SSID). Click on Apply button.

WIRELESS NETWORK SETTINGS

Enable Wireless:

13
Enable MultiAP Isolation: [

Wireless Network Name (SSID) : D-Link -

Visibility Status : @ Visible ' Invisible
Country/Region : | Thailand [+]

Control Sideband: | Upper E
Wireless Channel : |Auto Scan

802.11 Mode : | 802.11b/g/n

[ [&] [6] [¥]

Band Width : |40 M

Remember your SSID as you will need to configure the same settings on your wireless devices and PC.

Apply Cancel
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Call Center HINEIAVINTANN 02-6617997
muIne : Jun$ B9 gn3 D21 9.00 1. - 18.00 1.

Thai : Mon — Fri : Time 9.00 — 18.00.

[y d ¢ o [ J [y v
MBBINGH : LAN73, 11ing , IUNLAUVAGNHY UAS IUTITNM Had 18.00 #.

English : Sat — Sun , Public Holiday and after 18.00 weekday.
Website : www.dlink.co.th

email: support@dlink.com.sg
Facebook : http://www.facebook.com/DLinkThailandFans
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