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DHCP TABLE

Host Name IP Address MAC Address Status
192.168.1.4 W | | Static v
| Manual Config V| -
Kelvin-PC 192.168.1.2 34:E6:D7:0A:0A:6D Auto

Kelvin-PC 192.168.1.3 [ 82:19:34:51:1E:5F Auto
o DMG-112A- I
E2280E45255 192.168.1.6 I EE:22:80:E4:52:55 Auto
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Step 1: Obtain an updated software image file from your 1SP.
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Step 3: Oick the “Update® button once to upload the new image file.
Note: The update process takes about 1 minutes 1o complete, and your Router will reboot,
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. How do I perform firmware upgrade of DMG-112A?

Note: Ensure that you have successfully connected the DMG-112A and DSL-2877AL. Please see guide
on One-Touch App.

Step 1: Open your Internet browser and enter http://192.168.1.1 into the address bar.
— T

B - ——
mfﬂ @ http://192.168.1.1|

Enter your login information. If you have not changed the default settings, the
- Username field is Admin and

- Password field should Admin. Click Login.

Product Page : DSL-2877A1 Frmware Verson

BROADBAND

Step 2: Click the Setup tab at the top of the page and then click LAN Setup from the menu on the left-hand side.
Scroll down to DHCP Table.
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Step 3: Please find the DMG-112A and its corresponding IP Address assigned from DSL-2877AL.

DHCP TABLE

Host Name IP Address MAC Address Status
192.168.1.4 WV | |
| Manual Config V|
Kelvin-PC 192.168.1.2 34:E6:D7:0A:0A6D Auto
Kelvin-PC 192.168.1.3 [ 82:19:34:51:1E:5F Auto
I DMG-112A- e
E2280E45255 192.168.1.6 | EE:22:80:E4:52:55 Auto
Apply

Step 4: Launch a new Browser Window. Please key in the IP Address(Eg. http://ipaddress) from the previous step.
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Enter your login information. If you have not changed the default settings, the
- Username field is Admin and

- Password is the device password created using One-Touch App. Click Login.

Step 5: Click on Maintenance tab at the top of the page and then click Firmware Update from the menu on the
left-hand side.

Procct Fage © DMG- 1124 Hrmware Version Butki Timestamp ©

MAINTENANCE

Step 1: Obtain an (pdated software image file from your 1S9,

smpxﬂzmnupmmmmmemmmmwmammwmmmm
image fike,

Step 3: Oick the “Update® button once to upload the new image file.
Note: The update process takes about 1 mingtes to complete, and your Router will rebock,

Browse to the location of the folder where the firmware is stored. Click Update start flashing.
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Call Center ¥iangauINIHWN 02-6617997

muIne : §un$ 89 gn3 D21 9.00 1. - 18.00 1.

Thai : Mon — Fri : Time 9.00 — 18.00.

MUSINgY : 113, orfind , Tungaudagny uaz TUEIHM HAT 18.00 w.
English : Sat — Sun , Public Holiday and after 18.00 weekday.

Website : www.dlink.co.th

email: support@dlink.com.sg

Facebook : http://www.facebook.com/DLinkThailandFans
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Nationwide D-Link Service Centres :

Charm [ssars Tower 1
3rd Floor, Cham lssara Tower Il

Tel | +66 (D) 2306-20490
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