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The server 192,168.0, 100 at DC3-942L requires a Username
and password.
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password be sent in an insecure manner (basic authenkication
withaut a secure conneckian),

Uset narme: € admin g

Password: [seeesnens I

[~ Remember my passward

el |

FAQ: How to Flip The Image on DCS-5222L — Version 1.00
D-Link



gy X

g A 2 <3 ~ 1 1 ~ 1
YUADUN 6 : AANUULNUUDI SETUP ‘VI’EJEJ@%}TL!‘U‘L! Llﬂ']ﬂﬂﬂ'ﬂu‘]_qlll Image Setup VI’EJQJ'VINGS]ITU

U

Y A Y1 o A A A . y K !
FIYND ﬂ’]fﬂﬁﬁjusll@\i IMAGE SETTINGS nuasodvivnginataonuu Flip LLa'Jﬂﬁﬂ‘lJUﬂll

Save Settings

LIVE VIDEO

Network

g
h-
=
8
a

Wireless Setup

SETUP

MAINTENANCE STATUS

Your changes made for the image settings will be reflected immediately. The results can be seen and
found in the Live Video window below.

Dynamic DNS

Image Setup
Audio and Video

Time and Date
Video Clip
Snapshot

SD Recording
Digital Output
Motion Detection

Camera Control

SD Management

Logout
i Brightness

Contrast
B/W

I Flip

IMAGE SETTINGS

White Balance

Saturation 50 [+]
Hue 50 [=]
Mirror [
Frequency Auto B
Auto E] Slow Shutter Disable E|
Reset to Default

FAQ: How to Flip The Image on DCS-5222L — Version 1.00

HELP

Helpful Hints..

Brightness, Saturation,
Contrast, Hue can be
adjusted from 0 to 100,
allowing you to fine-tune
your image settings.

Brightness
1t is used to compensate
for backlit scenes.

Saturation

1t controls the strength
of color from black and
white to bold colors.

Contrast

Adjustable to control the
contrast of colors
between the object. It
helps to improve the
image under a dull grey
sky.

Hue

1t controls different
degree of a color
stimulating to human
eyes.

B/W

Select to enable or
disable black-and-white
mode for your camera.

Mirror
Select this feature to
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How to Flip the Image on DCS-5222L

Step 1: Browse the Installation CD that came with the mydlink Cloud Cameras and look for a software
called SetupWizardSE_Setup.exe. Please install the SetupWizardSE_Setup.exe on your
computer.

Note: Please ensure you have connected your ip camera to the LAN port of your router.
Your PC is connected to the router via wired/wireless.

Step 2: Click on the Start button on your computer and then select on All Programs.
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Step 3: Under the All Programs select on D-Link > Setup Wizard SE and then click on D-Link
Setup Wizard SE button.
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Step 4: Click on Search button, the software will display all D-Link ip cameras available in the
network. Select the camera you want to access from the list and then click on the Link button.

@) sEecuri Network

MAC Address Current IP Address I Device Name I

00.24.01.10.4c.65 192.168.0.197 DCS-2121
.7h. 192.168.0.100 DCS-842L
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Step 5: A login screen will appear, enter the username as “admin” and then the password you
created when you run the installation wizard to login to the camera Web Configuration. Click on OK
button.

2

The server 192,168.0, 100 at DC3-94Z2L requires a USername
and password,

2 x

Wrarning: This server is requesking that yaur username and
password be sent in an insecure manner (basic authenkication
withaut a secure conneckian),

Lser name: £ admin g

Password: [seeesnens I

[~ Remember my passward
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Step 6: Click on the SETUP tab on top and then click on the Image Setup button on the left hand

side. Under the IMAGE SETTINGS section, put a Check mark on Flip and then click on the Save
Settings button.

DCs-5222L // LIVE VIDEO MAINTENANCE STATUS HELP

Helpful Hints..
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Call Center ¥3IN1@VINIANIN 02-6617997
muIne : §un$ 89 gn3 D21 9.00 1. — 18.00 1.

Thai : Mon — Fri : Time 9.00 — 18.00.
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MBBINGH : LAN73, 11ing , IUNYAUVAGNHY UAS IUTITNM Had 18.00 #.

English : Sat — Sun , Public Holiday and after 18.00 weekday.

Website : www.dlink.co.th

email: support@dlink.com.sg
Facebook : http://www.facebook.com/DLinkThailandFans
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Nationwide D-Link Service Centres
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3rd Floor, Chamn Jssara Tower Il
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