1

D'Link Technical Support Setup Procedure

FAQ : How to Set Static IP Address on DCS-942L / DCS-5222L

Release date : 1/05/2012

Model Support : DCS-942L / DCS-5222L

H/W:A1l

S/W:1.xx

FAQ: How to Set Static IP Address on DCS-942L_DCS-5222L — Version 1.00

D-Linlk



-2-

D'Link Technical Support Setup Procedure

AIAIAT Static IP Address YU DCS-942L/DCS-5222L 11 1608149 15

4

o =
UYHADUN 1

: 90911 Install CD 1rin$ou Tasuny CD 1W3ouAY mydlink Cloud Cameras 18

¢ oA~ ' a ¥
IR UNLITNITINI SetupWizardSE_Setup.exe NIUINANI SetupWizardSE_Setup.exe

VUIATDINOUNUADS VDI

Y ' v A ' ) @ s P
Note: ﬂ?ﬂﬂ@i’)*ﬂﬁﬂﬂi'ﬁuuﬁlﬂi"l ?;Ifl!llﬂl%ﬂﬂﬂﬂﬂﬁﬂﬁﬂlﬂﬁﬂmulﬂENW@iﬁllﬁusllf)\ilﬁuﬁﬂisllﬂﬁﬂm

4 a J 4 ] Iy d 9
TaginTeenoNn Ao sUBIAMaIToUAD ldus unesiuae/15ae

:’J Y g U y a 4
Tuaouil 2: AANUULJY Start VUIATOINDUNUADSVDIAMULAUADN All Programs

Internet
h Internet Explorer

(4| E-mail
Iﬁ Microsoft OFfice Outlook

@ Notepad

@ Microsoft Office Word 2003

[XI Microsaft Office Excel 2003

@ Lotus Motes
6 Snaglt 8
#Adobe Reader 9

2 AlPrograms

’) My Documents
L.b My Recent Documents »
ﬁ My Pictures
)
»’/ My Music
5! My Computer
g My Network Places

B’ Control Panel

@ Set Program Access and
Defaults

‘ Connect To 4
-

,\é Printers and Faxes

@) Help and Support

):) Search
=] Run..,

Log Off @ Turn OFf Computer
E' Startl IO Inbox - Microsoft ... ] € D-Link Techrical 5... l @ DRS Est

FAQ: How to Set Static IP Address on DCS-942L_DCS-5222L — Version 1.00
D-Link



-3-

Tunouh 3: 01014 All Programs 1a0n D-Link > Setup Wizard SE t182nanuu1)u D-Link Setup

Wizard SE

@ Internet () Outlook Express
Internet Explor-

(. Remote Assistance

| E-mail windows Media Pl
JA] Microsoft Office © !n Sttt
i 43 Windows Messenger
Y Windows Movie Maker
Adobe Reader 9
== ) K-Lite Cadec Pack
Microsoft Office

[7) Snaglt &

— ™} Bullzi
_&i’.l Microsoft Office Fj ¢ ,p

[T) FileZilla FTP Client

3 [T WinRAR
Lotus Notes Z
M) Windows Live
Boxee 1
@ Snaglt & =
@ D-Link

1 PHPS
Adobe Reader ¢ fj

[T) Zoom Search Engine 6.0

[T} TeamViewer 6
[7) WinPcap

—_— u Wireshark
all Programs ) Mitel

vy v v vESA Y v VvV VvV VvV v Vv

>

nts »

—
@ Setup Wizard SE 4 E] D-Link Setup Wizard SE 3
) Installation Wizard » 2 Uninstall Setup Wizard SE

Log OFff @ Turn Off Computer

| Start || Inbox - Microsoft Outl... | /& D-LINK CORPORATIO... | ¥ DRS Escalation Datab... | - DriveD

v
‘*IIUGIfJ“LWI 4: ﬂﬁﬂﬂuﬂll Search Iﬂﬂ‘ﬂf’éﬂ’\l“ﬂlﬂﬁ% Lm’ﬂﬁﬂaflﬁﬁlﬁuﬂ IP U943 D- Lmk E]ﬁ{Jfl/N‘ViiJﬂ

I ad = a '
luszouiiaiin @enndesiinudesmsdhiinnsetefinanudindnuuiy Link

Network

@) s€ecuri

MAC Address

Current IP Address I Device Name I

DD 24.01.10.4c. 65

192 1680 197 DCS 2121

FAQ: How to Set Static IP Address on DCS-942L_DCS-5222L — Version 1.00

D-Linlk



g}J ~ Y < a zg UK I . o ] = Y
VYUADUN 5 : ﬁuWﬂ@ﬁﬂﬂ@uﬂ$ﬂ§1ﬂaﬂJu Gl,ﬁ?ﬂ username Lﬂu admin LAZTNANIU @nll‘ﬂﬂmllﬂ

o ] )] . . . i ] g a o a J
ain I ienaFenldan installation wizard tive ldmsaondu lldmnuneuilgssuvesnm

Connect to 192.168.0.100
hll.
!

The server 192,168.0, 100 at DC3-94Z2L requires a USername
and password,

2 x

Wiarning: This server is requesking that yaour username and
password be sent in an insecure manner (basic authentication
without a secure conneckion),

Lser name: £ admin g

Password: [seeesnens I

[~ Remember my passward

carcl_|

) ~ 2 <3 Y £ ' A ' 9y Y
VYUADUN 6 : AANVULUNY Setup lLﬂ'Jﬂﬁﬂ‘U‘Ll”]JIJ Network 'Vl’f)QV]NﬂTL!%WfJﬁ@

FAQ: How to Set Static IP Address on DCS-942L_DCS-5222L — Version 1.00
D-Link



5

SETUP

You can configure your LAN and Internet settings here.
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How to Set Static IP Address on DCS-942L / DCS-5222L

Step 1: Browse the Installation CD that came with the mydlink Cloud Cameras and look for a software
called SetupWizardSE_Setup.exe. Please install the SetupWizardSE_Setup.exe on your

computer.

Note: Please ensure you have connected your ip camera to the LAN port of your router.
Your PC is connected to the router via wired/wireless.

Step 2: Click on the Start button on your computer and then select on All Programs.
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Step 3: Under the All Programs select on D-Link > Setup Wizard SE and then click on D-Link
Setup Wizard SE button.
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Step 4: Click on Search button, the software will display all D-Link ip cameras available in the
network. Select the camera you want to access from the list and then click on the Link button.

D-Link
St i @) securi Network

MAC Address Current IP Address I Device Name I
00.24.01.10.4c.65 192.165.0.197 DCS-2121

28.10.7b.00.24.4d 192.168.0.100 DCS-842L
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Step 5: A login screen will appear, enter the username as "admin” and then the password you
created when you run the installation wizard to login to the camera Web Configuration. Click on OK
button.

Connect to 192.168.0.100
hll.
!

The server 192,168.0, 100 at DC3-94Z2L requires a USername
and password,

2 x

Wiarning: This server is requesking that yaour username and
password be sent in an insecure manner (basic authentication
without a secure conneckion),

Lser name: £ admin g

Password: [seeesnens I

[~ Remember my passward
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Step 6: Click on SETUP tab then Click on Network on the left hand side.
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LIVE VIDED SETUP MAINTENANCE S5TATUS HELP

Helpful Hints..
You can configure your LAN and Internet settings here. Select if you are
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Step 7: Under LAN SETTINGS select the option Static IP Address then set the camera on Static IP
with the same range of your router then Click on Save Settings button.
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Call Center ¥3IN1@VINIANIN 02-6617997
muIne : §un$ 89 gn3 D21 9.00 1. — 18.00 1.

Thai : Mon — Fri : Time 9.00 — 18.00.

(v d ¢ o [ J [y v
MBBINGH : LAN73, 11ing , IUNYAUVAGNHY UAS IUTITNM Had 18.00 #.

English : Sat — Sun , Public Holiday and after 18.00 weekday.

Website : www.dlink.co.th

email: support@dlink.com.sg
Facebook : http://www.facebook.com/DLinkThailandFans
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Nationwide D-Link Service Centres

Charm [ssara Tower I

3rd Floor, Chamn Jssara Tower 11
2922133 Naw Perchburi Road:
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Tel : +£6 (0) 2308-2040
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