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The server 192.168.0.100 is asking for your user name and password. The
server reports that it is from DCS-2132L,

Windows Security

Warning: Your user name and password will be sent using basic
authentication on a connection that isn't secure.

admin

I Password I

("] Remember my credentials |
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Setup Wizard
Network Setup
Wireless Setup
Dynamic DNS
Image Setup
Audio and Video
Preset

Time and Date
Event Setup
SD Card
Logout

In order to use motion detection, you must first check the checkboxes, then draw the areas you

want to monitor for motion.

I Save Settings ] l

Don't Save Settings

i
0~100%

Percentage

0~100%

[Save Settings_| |

Don't Save Settings

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L

Helpful Hints..

Enable Video Motion:
Select this option to
enable motion detection
for your camera.

Sensitivity: Sets the
sensitivity for motion
detection. The text field
indicate the level of
sensitivity for motion
detection. As motion is
detected the level will
rise depending on the
frequency of the
movement.

Percentage: Adjusting
the percentage allows
you to set a requirement
on how much of the
motion window must be
filled by movement.
Example: If you set this
to 50%, then the
selected window must be
half filled by a moving
object before it triggers
motion detection.

D-Link
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Setup Wizard
Network Setup
Wireless Setup
Dynamic DS
Image Setup
Audio and Video
Preset

Motion Detection
Time and Date

Event Setup

SD Card

Logout
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YUNIUN 4 : N laaIuVDd SERVER TYPE 1va3m1aIuAIuaIe 1aon Email

There are four sections in Event Setup page. They are event, server, media and recording. Click Add
to pop a window to add a new item of event, server, media or recording. Click Delete to delete the
selected item from event, server, media or recording. Click on the item name to pop a window to
edit it. There can be at most 2 events and 1 recording. There can be at most 5 server and 5 media
configurations.

Name Type Address/Location
Gmail  Email smtp.gmail.com
MEDIA
Name Type Source
Snapshot ~ Snapshot  Profile 1
Add || Snapshat || Delete
EVENT
Name Status Sun Mon Tue Wed Thu Fri Sat Time Trigger
Snapshot O ") v vV v v v vV 00:00~23:59  Motion

N

1. Server Name : ﬁTI"i“L!ﬂ%EJ Server U93fN

Sender E-mail Address : 181 Gmail diuateaasa

3. Recipient E-mail Address : 1@A1 Gmail diuatonAsa

Server Address : lafn smtp.gmail.com

DCS-21321 // LIVE VIDEO SETUP ADVANCED MAINTENANCE STATUS m

Helpful Hints..

Suggest setting server
and media first before
setting event. The
servers and media which
selected in event list are
not be able to modify or
delete. Please remove
them first from the event
if you want to delete or
modify them.
Recommend using
different media in
different event to make
use all media be
produced and received
correctly. If using the
same media in different
events and the events
trigger almost
simultaneously, the
servers in the second
triggered event will not
receive any media; there
would be only
notifications.

1 J <3 1
5. Username : 1@0auU U NV Gmail username (t%¥1 bunsophil@gmail.com)

Password : ﬂlﬁ‘iﬁjﬁmuﬁi%}mils{’ﬁﬁﬂ Gmail Account

Port : 25

8. MIATBINNENDIADN : This server requires a secure connection (StartTLS)

g 1 . A Y glz 1A
aanuuily Save Settings e limsaemina

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L
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VE VIDEO SETUP ADVANCED MAINTENANCE STATUS
e .

Metwork Setuy "Server name” The
2 You can set at most 5 different servers here for different event. unique name for server.

Wireless Setup | " | There are four kinds of
. Test Save Settings Don't Save Settings servers supported. They
Dynamic DNS are email server, FTP
server, HTTP server and

Image Setup

ERVER TYPE network storage.
Audio and Video Email -
: | Gmail E server:
—— Server Name | | sender el
address™ The email
Motion Detection address of the sender.
Sender email address |bunsophi|@gmaf|.com | Recipient email
Time and Date address” The email
Event Setup Recipient email address |bunsophil@gmail.com . | address of the recipient.
o Server address I:ij.gmaiI‘.com | FTP server:
SV "Remote folder name”
Logout User name bunsophil@gmail.com Granted folder on the

external FTP server. The

Password string must conform to

that of the external FTP

Port server. Some FTP servers

cannot accept preceding

This server requires a secure connection (StartTLS) slash symbol before the

path without virtual path
O FTP mapping. Refer to the

instructions for the

Server address | external FTP server for
details. The folder

Port privilege must be open
for upload.

User name ] “Passive Mode” Check
it to enable passive

Password I:I mode in transmission.

Remote folder name Network storage: Only
— ) one network storage is

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L
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LIVE VIDEO SETUP ADVANCED MAINTENANCE STATUS HELP

Helpful Hints..

Setup Wizard
Network Setul Suggest setting server
il N | There are four sections in Event Setup page. They are event, server, media and recording. Click Add anggmedia ﬁrstg hefore
Wireless Setup to pop a window to add a new item of event, server, media or recording. Click Delete to delete the setting event. The
el | selected item from event, server, media or recording. Click on the item name to pop a window to servers and media which
Dynamic DNS edit it. There can be at most 2 events and 1 recording. There can be at most 5 server and 5 media selected in event list are
- configurations. not be able to modify or
MmATE EEIY delete. Please remove
Budio and Vide them first from the event
voadvde  Beerver  [iuweowes
Preset . modify them.
Name Type Address/Location Recommend using

Motion Detection Gmail  Email smip.gmail.com different media in
different event to make

Time and Date Delete use all media be

produced and received

Event Setup correctly. If using the
SD Card MEDIA same media in different
- events and the events
Logout Name Type Source trigger almost
Snapshot  Snapshot  Profile 1 simultaneously, the

servers in the second

Delete triggered event will not

receive any media; there

would be only
notifications.

EVENT

Name Status Sun Mon Tue Wed Thu Fri Sat Time Trigger
Snapshot  ON v Vv A v v vV 00:00~23:59 Motion

W

RECORDING

Name Status Sun Mon Tue Wed Thu Fri Sat Time Source Destination

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L
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Y A Y .
1. #519%0m 818 Media name
2. 1891 Pre-event recording
3. Gl’s’f ﬂ'W Maximum duration
[N . . 4
4. laA1 Maximum file size (V1A 174)
5. 1dmanirin IMdndeenis aaluses File Name Prefix

<4 ! 9
6. AaNUULJY Save Setting 18 11 N1IAIATIHA

Qq

// LIVE VIDEO SETUP ADVANCED MAINTENANCE STATUS HELP
bt w0 e

Metwork Setuy "Medi. " The
Btk SN | You can set at most 5 different media here for different event. unimllaangr?l?‘f!or m:dia.
Wireless Setup | || | There are three kinds of
X Save Settings Don't Save Settings media. They are
Dynamic DNS snapshot, video dip and

RSP E— system log.
AL s MEDIA TYPE

Audio and Video §napsh2t:
emmmmmm— [ Media name: | Video | Source™ The source of
Preset profile, profilel or
profile2.

"Send Pre-event
images”™ The number of

Motion Detection ) Snapshot

Time and Date Source: | Profilel Vv Eg:;‘;""t images. -
Post-even
Event Setup Send pre-event image(s) [0~3] images"” The number of

post-event images.

SD Card n .
R — Send post-event image(s) [0~7] File name prefix” The

Logout prefix name will be

File Name Prefix: l:l added on the file name

of the snapshot images.
[[] Add date and time suffix to file name “Add date and time
suffix to file name™

F)hed-: it _to add ﬁn1ing
ource: :jfnﬁr?ahm as file name
Pre-event recording: Second(s) [0~3] Video clip:

Maximum duration: Second(s) [1~100] ;mx:ogﬁis‘;ume of
Maximum file size: Kbytes [100~5000] Egnrf::?'mt recording™
File Name Prefix: Igci:ﬁ:;v %l g;g:&?mt
O system log There are two limitations

for video dip file.
"Maxiimum duration™

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L
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d1ues EVENT ¥inanuuilu Add tWoa319 Event

Setup Wizard
Network Setup
Wireless Setup
Dynamic DNS
Image Setup
Audio and Video
Preset

Motion Detection
Time and Date

Event Setup

SD Card

Logout

[DCSJT,?ZL // LIVE VIDEO SETUP ADVANCED MAINTENANCE STATUS HELP

There are four sections in Event Setup page. They are event, server, media and recording. Click Add
to pop a window to add a new item of event, server, media or recording. Click Delete to delete the
selected item from event, server, media or recording. Click on the item name to pop a window to
edit it. There can be at most 2 events and 1 recording. There can be at most 5 server and 5 media
configurations.

Address/Location
smtp.gmail.com

[ el |

MEDIA

Name
Gmail

Type
Email

Name Type Source
Snapshot  Snapshot  Profile 1

EVENT

Name Status Sun Mon Tue Wed Thu Fri Sat Time Trigger
Snapshot  ON Vi v vV Ay v v vV 00:00~23:59  Motion
Snapshaot

RECORDING

Name Status Sun Mon Tue Wed Thu Fri Sat Time Source Destination

v v Y
Funoun 8 : moldaiuves EVENT lHasaiaudinai

1. a%19%¥0UY Event Name

o

MUAIIHIENNDIABNUY Enable this event
mel@aIuues TRIGGER 1800 Video motion detection

meldaIuved EVENT Schedule taan Always

a \ . d' L= g’l 1
ﬂﬁmﬂﬁ!%l Save Settings (N UHNNNITAIN

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L
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Helpful Hints..

Suggest setting server
and media first before
setting event. The
servers and media which
selected in event list are
not be able to modify or
delete. Please remove
them first from the event
if you want to delete or
maodify them.
Recommend using
different media in
different event to make
use all media be
produced and received
correctly. If using the
same media in different
events and the events

trigger almost
simultaneously, the
servers in the second
triggered event will not
receive any media; there
would be only
notifications.

Mal@dd 1193 ACTION taan Gmail a2 Attached media 1900 Video

D-Link



Audio and Video

Motion Detection

Time and Date

SO Card

Logourt

EVENT

Event name: | Vid=o |

v/ Enable this event
Priority:

Delay for seconds before detecting next event [For motion detection and digital input and
Passive Infrared sensar]

TRIGGER

| (® video motion debectionl

) Perindic
Trigger every minutss
) Digital input
1§ System boot
) Network lost

() Passive Infrared sensor

EVENT SCHEDULE

# sun [ Mon [+ Tue [ wed [# Thu [ Fri [#] sat

Time

) From |00 %[00 W|Tg |22 W |59

ACTION
[ Trigger Dfo far I:l seconds

| @ Gmal’ll

IAl'tachEd media! | Video

N

~]

I Save Sattings || Don't Save Settings

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L

Video motion
detection: Select the
windows which need to
be monitored.

Periodic: The svent is
triggered in specified
intarvals, The unit of
trigger interval is minute.

Digital inputz The
event is triggered when
the DI status changed by
externz| device.

System boot: The
evant is triggered when
the system boot up.

Netwaork lost: The
event is Triggered when
the network senvice is
not available or
disconnecticn.

Passive Infrared
SENSor: A passive
infrared sensor device
[PIR) mazsures infrared
light from: passing

&5 & trigger of event if
this function enabled.
Sun ~ Sar: Select the
days of the week to

perform the event.

Time: s

v "Always" or
input the time interval.

The default action are
triggering DO and storing
media on 5D card. If
there are seners
configurad, the user can
select them from “Server
name", tod.

Trigger DO: Check it to
trigger digital output for
specific seconds when
event is triggered.

D-Link
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Setup Wizard
Network Setup
Wireless Setup
Dynamic DNS
Image Setup
Audio and Video
Preset

Motion Detection
Time and Date
SD Card

Logout

g laas1al3 (Gmail)

LIVE VIDEO SETUP ADVANCED MAINTENANCE STATUS HELP

There are four sections in Event Setup page. They are event, server, media and recording. Click Add
to pop a window to add a new item of event, server, media or recording. Click Delete to delete the
selected item from event, server, media or recording. Click on the item name to pop a window to
edit it. There can be at most 2 events and 1 recording. There can be at most 5 server and 3 media
configurations.

Name Type Address/Location
Email smitp.gmail.com

MEDIA

Name Type Source
Snapshot  Snapshot  Profile 1
Add| | Snapshat || Delete

EVENT
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Helpful Hints..

Suggest setting server
and media first before
setting event. The
servers and media which
selected in event list are
not be able to modify or
delete. Please remove
them first from the event
if you want to delete or
maodify them.
Recommend using
different media in
different event to make
use all media be
produced and received
correctly. If using the
same media in different
events and the events
trigger almost
simultanzously, the
servers in the second
triggered event will not
receive any media; there
would be only
notifications.

g.}I d‘ g 1 tﬁ 1 1 Y A 1 [y 1
YUADUN 10 : ﬂﬁﬂ‘U‘H‘lJil Test INDATIVTADUIN mmﬁam”lﬂm@”lu i@ﬁﬂﬂgiﬂﬂwafﬂzﬂﬂﬂa

11'1 Test OK ‘Vi%@ Error

Setup Wizard

Dynamic DS
Image Setup
Audio and Video
Preset

Motion Detection

Time and Date

Event Setup

SD Card

Logout

[ LIVE VIDEO SETUP I ADVANCED MAINTENANCE STATUS HELP

You can set at most 5 different servers here for different event.

ITes.'t]I Save Settings ||

Don't Save Settings |

Test OK.

SERVER TYPE

Server Name: | Gmail |

® Email

Sender email address |bu nsophil@gmail.com |

Recipient email address | bunsophil@gmail.com |

Server address |5mtp.g mail.com |

User name bunsophil@gmail.com
pasoword
Port

This server requires a secure connection (StartTLS)

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L

Helpful Hints..

"Server name” The
unigue name for server.
There are four kinds of
servers supported. They
are email server, FTP
seqver, HTTP server and
network storage.

Email server:
"Sender email
address™ The email
address of the sender.
"Recipient email

address™ The email
address of the recipient.

FTP server:

"Remote folder name™
Granted folder on the
external FTP server. The
string must conform to
that of the external FTP
server. Some FTP servers
cannot accept preceding
slash symbol before the
path without virtual path
mapping. Refer to the

D-Link
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Google
Gmail ~

COMPOSE

I Inbox (38)
Starred
Important
Sent Mail
Drafts

-

Circles

L e ]
Search people
=4 Payl Pishchenko

® Sandy Yadav
@ Paula Large

@ Cran Moinlan

® Christine Amylei ...

- a [ 1] [} | Rd @ - 10f 99

More ~

¥ ANZ MoneyLine - ANZ ManeyLine Term Laan - Apply now and receive a Casio camera or Denon TV Speaker Base (DF

DCS-2132L EVENT MAIL

Inbox  x

=
bunsophil@gmail.com = 1113 - -
to me [+
alarm mail.

B Video1356982404_145
B.avi

e
B 4
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D'Link Technical Support Setup Procedure

How to Trigger Video Motion Detection on Gmail Server using the DCS-
2132L

Step 1: Access the Configuration page of the camera using the Local IP Address. In this sample the IP
Address of the camera is 192.168.0.100. A login screen will appear, enter the username as
“admin” and then the password that you created for the camera, if no passwords just leave

it blank then Click on OK button.

Windows Security [

The server 192.168.0.100 is asking for your user name and password. The
server reports that it is from DCS-2132L,

Warning: Your user name and password will be sent using basic
authentication on a connection that isn't secure.

admin

I Password I

["] Remember my credentials

l l OK H Cancel ]
L

Step 2: Click on the SETUP tab and then select on Motion Detection button on the left hand side.
Step 6: Under the MOTION DETECTION on LIVE VIDEO section, select the radio button on Enable
Video Motion, Draw on the screen where you want to capture the motion. Set your desired
Sensitivity and Percentage. Click on the Save Settings button to take effect.

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L
D-Link
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Setup Wizard Helpful Hints..

Network Setu Enable Video Motion:
iiatibea NN | 11 order to use motion detection, you must first check the checkboxes, then draw the areas you Select this option to
Wireless Setup want to monitor for motion. enable motion detection
for your camera.

Sensitivity: Sets the

Dynamic DNS | Save Settings “ Don't Save Settings [
Image Setup

LR S, sensitivity for motion
Ao 2 Voo detscto, The o il
indicate the level of

Preset Enable Video Moti sensitivity for motion
detection. As motion is

Motion Detection R NS detected the level wil
\ b \ rise depending on the
Time and Date N frequency of the
—_— 3 . & e w
Evert Seup nsitivity movement.

0~100% Percentage: Adjusting

L ? the percentage allows
Logout = 4 Percentage you to set a requirement

on how much of the
3 90 0~100% motion window must be

55 filled by movement.
SNF Example: If you set this
N b to 50%, then the
selected window must be
half filled by a moving
| | Don't Save Settings object before it triggers

motion detection.

Step 3: Click on the SETUP tab and then select on Event Setup button on the left hand side. Under
SERVER section, Click on Add button to create a server.

LIVE VIDEO SETUP ADVANCED MAINTENANCE STATUS m

LB evevrseroe
Network Setu Suggest setting serve
Bl N | There are four sections in Event Setup page. They are event, server, media and recording. Click Add anggmedia ﬁrrgtigr:
Wireless Setup to pop a window to add a new item of event, server, media or recording. Click Delete to delete the setting event. The
s | selected item from event, server, media or recording. Click on the item name to pop a window to servers and media which
Dynamic DNS edit it. There can be at most 2 events and 1 recording. There can be at most 5 server and 5 media selected in event list are
- configurations. not be able to modify or
JIELE SEIY delete. Please remove
Budio and Vide them first from the event
womdVio  Reerver ___ Jrueruees
Preset . modify them.
Name Type AddressfLocation Recommend using

Motion Detection Gmail  Email smtp.gmail.com different media in

———— - different event to make
Time and Date use all media be
Event Setup produced and received

correctly. If using the
SD Card

same media in different
events and the events
Logout Name Type Source trigger almost
—_ Snapshot ~ Snapshot  Profile 1 simultaneously, the

servers in the second
_S"'E”:'ShOt v triggered event will not
receive any media; there

would be only
notifications.

MEDIA

EVENT

Name Status Sun Mon Tue Wed Thu Fri Sat Time Trigger
Snapshot  ON ") vV v v v vV 00:00~23:59  Motion

W

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L
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Step 4: Under the SERVER TYPE section, configure the following; Select Email

Server Name: Create any name for your Server

Sender E-mail Address: Enter the Gmail email address

Recipient E-mail Address: Enter the Gmail email address

Server Address: Enter smtp.gmail.com

User Name: Enter the complete Gmail username (i.e. bunsophil@gmail.com)
Password: Enter the password to access the Gmail account

Port: 25

Put a check mark on: This server requires a secure connection (StartTLS)
Click on Save Settings button to save the changes

e e seRveR

Network Setu "Server name” The
z ‘You can set at most 5 different servers here for different event. unique name for server.

Wireless Setup | " | There are four kinds of
) Test Save Settings Don't Save Settings servers supported. They
Dynamic DNS are email server, FTP

Image Setuy server, HTTP server and
ge Setup SERVER TYPE network storage.

Audio and Video Email server:
—_— - | Gmail =
oreset Server Name: | Gmi | "Sender email

B ————— - address” The email
Ol
Motion Detection © Emai address of the sender.
T Sender email address |bunsophi|@gmaf|.com Recipient email
Time and Date address” The email
Event Setup Recipient email address Ibunsophil@gmafl.com address of the recipient.

CONOULEWNE

o Server address .gmiail. FTP server:
g "Remote folder name”
Logout User name bunsophil@gmail.com Granted folder on the
- @@ external FTP server. The
Password string must conform to
that of the external FTP
Port server. Some FTP servers
cannot accept preceding
This server requires a secure connection (StartTLS) slash symbol before the
path without virtual path
mapping. Refer to the
instructions for the
Server address external FTP server for
details. The folder
Port privilege must be open
for upload.
User name "Passive Mode™ Check
it to enable passive
Password mode in transmission.

Remote folder name Network storage: Only
— . one network storage is

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L
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Step 5: Click on the SETUP tab and then select on Event Setup button on the left hand side. Under
MEDIA section, Click on Add button to create a Media.

LIVE VIDEO SETUP ADVANCED MAINTENANCE STATUS HELP

Setup Wizard
Network Setup
Wireless Setup
Dynamic DNS
Image Setup
Audio and Video
Preset

Motion Detection
Time and Date
Event Setup

SD Card

Logout

Step 6: Under the MEDIA TYPE section, configure the following; Select Video Clip

OUNhLhWNKH

There are four sections in Event Setup page. They are event, server, media and recording. Click Add
to pop a window to add a new item of event, server, media or recording. Click Delete to delete the
selected item from event, server, media or recording. Click on the item name to pop a window to
edit it. There can be at most 2 events and 1 recording. There can be at most 5 server and 5 media
configurations.

Name Type Address/Location
Gmail  Email smtp.gmail.com

[ oelte |

MEDIA

Name Type Source
Snapshot  Snapshot  Profile 1

EVENT

Name Status Sun Mon Tue Wed Thu Fri Sat Time
Snapshot  ON W

\J

Trigger
vV A v v vV 00:00~23:59 Motion

RECORDING

Name Status Sun Mon Tue Wed Thu Fri Sat Time Source Destination

. Create a Name for Media name

Put a Pre-event recording

Maximum duration

Maximum file size

File Name Prefix

Click on Save Settings button to save the changes

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L

Helpful Hints..

Suggest setting server
and media first before
setting event. The
servers and media which
selected in event list are
not be able to modify or
delete. Please remove
them first from the event
if you want to delete or
modify them.
Recommend using
different media in
different event to make
use all media be
produced and received
correctly. If using the
same media in different
events and the events
trigger almost
simultaneously, the
servers in the second
triggered event will not
receive any media; there
would be only
notifications.

D-Link



-16-

LIVE VIDEO SETUP ADVANCED MAINTENANCE STATUS HELP

Setup Wizard
Network Setup
Wireless Setup
Dynamic DNS
Image ]
Audio and Video
Preset

Motion Detection

Time and Date

Event Setup

SD Card
Logout

You can set at most 5 different media here for different event.

| Save Settings || Don't Save Settings |

MEDIA TYPE

Media name: Video |

O Snapshot

Source:

Send pre-event image(s) [0~3]

Send post-event image(s) [0~7]
File Name Prefix: l:l

[[] Add date and time suffix to file name
Source:

Pre-event recording: D Second(s) [0~3]
Maximum duration: Second(s) [1~100]
Maximum file size: [S00___|Kbytes [100~5000]

) system log

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L

Helpful Hints..

"Media name” The
unigue name for media.
There are three kinds of
media. They are
snapshot, video dip and
system log.

Snapshot:
“Source”™ The source of
profile, profilel or

7

images”™ The number of
pre-event images.
"Send Post-event
images™ The number of
post-event images.

“File name prefix™ The
prefix name will be
added on the file name
of the snapshot images.
“Add date and time
suffix to file name™
Check it to add timing
information as file name
suffix.

Video clip:

“Source” The source of
profile, profilel or
profile2.

“Pre-event recording™
The interval of pre-event
recording in seconds
There are two limitations
for video dip file.
"Maximum duration™

D-Link
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Step 7: Click on the SETUP tab and then select on Event Setup button on the left hand side. Under
EVENT section, Click on Add button to create an Event.

Setup Wizard
Network Setup
Wireless Setup
Dynamic DNS
Image Setup
Audio and Video
Prese

Motion Detection
Time and Date

Event Setup

SD Card

Logout

[DCS-QT,??L // LIVE VIDEO SETUP ADVANCED MAINTENANCE STATUS HELP

There are four sections in Event Setup page. They are event, server, media and recording. Click Add
to pop a window to add a new item of event, server, media or recording. Click Delete to delete the
selected item from event, server, media or recording. Click on the item name to pop a window to
edit it. There can be at most 2 events and 1 recording. There can be at most 5 server and 5 media
configurations.

Name

Type Address/Location
Gmail  Email smtp.gmail.com

[oelte |

MEDIA

Name Type Source
Snapshot  Snapshot  Profile 1

EVENT

Name Status Sun Mon Tue Wed Thu Fri Sat Time Trigger
Snapshot  ON vV Ay v v vV 00:00~23:59  Motion

v W

RECORDING

Name Status Sun Mon Tue Wed Thu Fri Sat Time Source Destination

Helpful Hints..

Suggest setting server
and media first before
setting event. The
servers and media which
selected in event list are
not be able to modify or
delete. Please remove
them first from the event
if you want to delete or
maodify them.
Recommend using
different media in
different event to make
use all media be
produced and received
correctly. If using the
same media in different
events and the events

trigger almost
simultaneously, the
servers in the second
triggered event will not
receive any media; there
would be only
notifications.

Step 8: Under the EVENT section, configure the following;

Create an Event Name

Put a check mark on Enable this event

Under TRIGGER Select Video motion detection

Under EVENT SCHEDULE Select Always

Under ACTION Select Gmail and under Attached media select Video
Click on Save Settings button to save the changes

ok

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L
D-Link



Audio and Video
Prasst

Motion Detection
Time and Date

S0 Card

Logoart

EVENT

Event name: |Vid=o |

%] Enable this event
Priority:

Delay for seconds before detecting next event [For motion detaction and digital input and
Passive Infrared sensar]

TRIGGER

| (® video motion debecti-::nl

() Periodic

Trigger every minukes
() Digital input
o System boot
) Network lost

() Passive Infrared sensor

EVENT SCHEDULE

[ sun ] Mon [+ Tuse [ wed [# Thu [#] Fri [#] sat

Time

—
) From | 00

[ Trigger Dj0 for seconds

I@' Gmaill

IAl'tachEd media! | Video

bl ¥\ To

~]

I Save Sattings || Don't Save Sattings

-18-

Video motion
detection: Szlect the
windows which need to
be maonitored.

Periodic: The avent is
triggered in specified
intervals. The unit of
trigger interval is minute.

Digital inputz The
event is triggered when
the DI status changed by
external device.

System boot: The
event is triggered whan
the system boot up.

Network lost: The
event is Triggered when
the network service is
not available or
discennection.

Passive Infrared
SENsOr: A passive
infrared sensor device

'} measures infrared

R
I?ght'ﬁc-m passing
objects in its field of
view, It can be worked
s a trigger of event if
this function enabled.

Sun ~ Sat: Select the
days of the week to
perform the event.

Time: show "Always" or
input the time interval,

The default action are
triggering DO and storing
media on SD card. If
thare are seners
configured, the user can
select them from "Server
name”, too.

Trigger DO: Check it to
trigger digital output for
specific seconds when
event is triggered.

Step 9: Click on the SETUP tab and then select on Event Setup button on the left hand side. Under
SERVER section, Click on the Server that you created (Gmail).

Setup Wizard
Network Setup
Wireless Setup
Dynamic DNS
Image Setup
Audio and Video
Preset

Motion Detection
Time and Date

Event Setup

SD Card

Logout

There are four sections in Event Setup page. They are event, server, media and recording. Click Add
to pop a window to add a new item of event, server, media or recording. Click Delete to delete the
selected item from event, server, media or recording. Click on the item name to pop a window to
edit it. There can be at most 2 events and 1 recording. There can be at most 5 server and 5 media
configurations.

Name Type Address/Location
Email smtp.gmail.com

MEDIA
Name Type Source
Snapshot  Snapshot  Profile 1
|A1dd| Snapshot v [ Delete|

EVENT
FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L

Helpful Hints..

Suggest seftting server
and media first before
setting event. The
servers and media which
selected in event list are
not be able to modify or
delete. Please remove
them first from the event
if you want to delete or
maodify them.
Recommend using
different media in
different event to make
use all media be
produced and received
correctly. If using the
same media in different
events and the events
trigger almost
simultaneously, the
servers in the second
triggered event will not
receive any media; there
would be only
notifications.

D-Link
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Step 10: Click on Test button to check if it is sending or not, wait for a couple of seconds and the

result will appear Test OK or Error.

Setup Wizard
Network Setup
Wireless Setup

You can set at most 5 different servers here for different event.

Dynamic DNS ITes.'t ]I Save Settings || Don't Save Settings

Test OK.

Image Setup

LIVE VIDEO I SETUP ] ADVANCED MAINTENANCE STATUS HELP

Audio and Video

SERVER TYPE

Preset Server Name: |Gma il |
Motion Detection ® Email
Time and Date Sender email address | bunsophil@gmail .com
Event Setu
Recipient email address | bunsophil@gmail .com
SD Card -
_— Server address | smip.gmail.com
Logout
User name bunsophil@gmail.com
Password

[
oA

Port

This server requires a secure connection (StartTLS)

Step 11: Here's a test mail send from the Gmail account.

Google

B Video1356982404_145
B.avi

Search people

® Christine Amylei ...

=4 Paul Pishchenko m

® Sandy Yadav '
< Paula Large

@ Cran Mainlan

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L

Helpful Hints..

"Server name” The
unique name for server.
There are four kinds of
servers supported. They
are email server, FTP
server, HTTP server and
network storage.

Email server:
"Sender email
address™ The email
address of the sender.
"Recipient email

address™ The email
address of the recipient.

FTP server:

"Remote folder name™
Granted folder on the
external FTP server. The
string must conform to
that of the external FTP
server. Some FTP servers
cannot accept preceding
slash symbol before the
path without virtual path
mapping. Refer to the

K -

Gmail ~ “ a o [ - % - 10f99
R ANZ MoneyLine - ANZ MoneyLine Term Loan - Apply now and receive a Casio camera or Denon TV Speaker Base (DF
Inbox (38
I =) DCS-2132L EVENT MAIL e -
Starred
Important bunsophil@gmail.com = 1113 & i~
Sent Mail to me [=
Drafts alarm mail.
» Circles
e e ]

D-Link
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Call Center HINEIAVINTANN 02-6617997
muIne : §un$ 89 gn3 D21 9.00 1. - 18.00 1.

Thai : Mon — Fri : Time 9.00 — 18.00.

[y d ¢ o [ J [y v
MBBINGH : LAN73, 11ing , IUNLAUVAGNHY UAS IUTITNM Had 18.00 #.

English : Sat — Sun , Public Holiday and after 18.00 weekday.
Website : www.dlink.co.th

email: support@dlink.com.sg

Facebook : http://www.facebook.com/DLinkThailandFans

FAQ: How to Trigger Video Motion Detection on Gmail Server using the DCS-2132L
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http://www.dlink.co.th/
mailto:support@dlink.com.sg
http://www.facebook.com/DLinkThailandFans

Nationwide D-Link Service Centres

Charm [ssars Tower 1
3rd Floor, Cham lssara Tower Il

Tel ; +66 (0) 2306-2090
Fax | +66 (0) 23092024
Call Center | +£6 {0) 27166663
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