DCS-932L (WW) D-Link Setup Wizard Release Notes 
All descriptions of any specific version are based on its previous version.

Version: v1.01.1822
Date: Sep. 22 2011
New Features：

1. None.

Enhancements：

1. None.
Problems Resolved：

1. [BTD2011070888] Fix Portuguese wording issue.
2. [BTD2011090759] Update DCP ActiveX (Version = 1,0,1,4) to fix shortcut problem.
3. Modify wording of language option: change "French" to "Français".
Other：
1. None.
Known Issue and Limitation：

1. None.
Version: v1.01.1726
Date: Aug. 26 2011
New Features：

1. None.

Enhancements：

1. None.
Problems Resolved：

1. Disable rescan button when doing site survey.
2. Enforce wired settings countdown 60 seconds.
3. Update DCP ActiveX (Version = 1,0,1,3).

4. Fine tune the title and description of summary page when choosing intranet only.

5. Fix the wireless setting bug that SSID begin in space characters.
6. Update images: support WPS(page 1-C), no support WPS(page 1-D).
Other：
1. None.
Known Issue and Limitation：

1. None.
Version: v1.01.1420
Date: May. 20 2011
New Features：

1. None.

Enhancements：

1. None.
Problems Resolved：

1. Fix intranet only issue: skip popup wan test fail message.
2. Modify DVC icon (D-ViewCam(DCS-100)) and URL (http://tsd.dlink.com.tw).

3. Ping mydlink server: 2 times become to 10 times.

4. Wireless unplug: countdown 60 seconds.
5. Modify French wordings.
(Refference path: https://172.19.151.197/drops/IPView/OEM/D-Link/DCC/DCS-930L_WW/dcs-930L_wizard_FR.doc)
Other：
1. None.
Known Issue and Limitation：

1. None.
Version: v1.01.1321
Date: Apr. 21 2011
New Features：

1. None.

Enhancements：

1. None
Problems Resolved：

1. [BTD2010122186] Language [Spainish] lose full point on connect Ethernet cable page.
2. [BTD2010122175] Language [Portuguese] lose full point on mydlink page.
3. [BTD2010122176] Language [Portuguese] lose full point on mount camera page.
4. [BTD2010122199] Language [French] modify wording on select camera page.

5. [BTD2011040446] Language [French] modify WPS time to 6 seconds.

6. Extend trigger network restart timeout.
7. Fix register mydlink fail bug (get session key before sign in each time).
8. [BTD2011031253] Fix setup fail problem on Internet Explorer 9.
Other：
1. None.
Known Issue and Limitation：

1. None.
Version: v1.01.1005
Date: Jan. 05 2011
New Features：

1. None.

Enhancements：

1. None
Problems Resolved：

1. Change wording to “If you would like to view your camera remotely, click on <strong>Reconfigure Internet</strong> to adjust your camera’s settings and register your camera with mydlink” in the [Local view is enabled, could not connect camera to Internet] page.
Other：
1. None.
Known Issue and Limitation：

1. [BTD2010120288] It can not work normal when Wireless Name (SSID) set more than 28 characters.
2. [BTD2010120696] Set camera Static IP with not working secondary DNS, it will login to [2-C Set Up Camera: Set up you Internet connection] page.
3. [BTD2010120731] Camera set static IP address using default settings on webpage, D-Link Setup Wizard will display [Invalid Gateway / Primary DNS] and can not login to next step when choose [Intranet Only].
4. [BTD2010120911] DCS-932 wireless channel is 1 to 14, but D-Link Setup Wizard only supports 1 to13.
Version: v1.01.0930
Date: Dec. 30 2010
New Features：

1. None.

Enhancements：

1. None
Problems Resolved：

1.  Remove the [Download Utility] button to fix when press [Download Utility] button on [Setup is complete!] page, it will link to wrong page.
Other：
1. None.
Known Issue and Limitation：

1. [BTD2010120288] It can not work normal when Wireless Name (SSID) set more than 28 characters.
2. [BTD2010120696] Set camera Static IP with not working secondary DNS, it will login to [2-C Set Up Camera: Set up you Internet connection] page.
3. [BTD2010120731] Camera set static IP address using default settings on webpage, D-Link Setup Wizard will display [Invalid Gateway / Primary DNS] and can not login to next step when choose [Intranet Only].
4. [BTD2010120911] DCS-932 wireless channel is 1 to 14, but D-Link Setup Wizard only supports 1 to13.
Version: v1.01.0921
Date: Dec. 21 2010
New Features：

2. None.

Enhancements：

2. None
Problems Resolved：

2. [BTD2010120655] Release notes that [Modify product name to “Wireless N Day/Night Home Network Camera” in English and French.], but the French title seems did not modify.
3. [BTD2010120628] When select language is [Portugues], the [1-B Install Camera: Let’s set up your hardware] page step 1 is missing a full point or not finish the wording.
4. [BTD2010120750] When select language is [French], the [Intranet Only] item will be mantle by [Back] button.
5. [BTD2010120248] Language [Pyccknn] about title is missing product name.
6. [BTD2010120262] There is missing product name when language select [Pyccknn] and check the welcome contents.
7. [BTD2010120704] [Copyright 2009-2010 D-Link Corporation Inc.] did not sync in each language.
8. [BTD2010120708] When select language is [Pyccknn], the [2-C Set Up Camera: Set up you Internet connection] page Static IP item will be compel to line feed.
9. [BTD2010120827] Select language is [French], when D-Link Setup Wizard checking internet connection, it will display [Intranet only] checkbox.
10. [BTD2010120171] There is different title on About webpage and D-Link Setup Wizard program.
11. [BTD2010120200] There is different title on [How to mount your camera?] page and D-Link Setup Wizard program.
12. [BTD2010120253] There is different title on Troubleshooting webpage and D-Link Setup Wizard program.
13. [BTD2010120256] Language [Espanol] [About] button error, it will display [Acerca de…].
14. [BTD2010120270] Change camera password to [aaa"""] on webpage first, than run [D-Link Setup Wizard] and did not change password, the password box will show [aaa"] on [Setup is complete!].
15. [BTD2010120283] [2-D Set Up Camera: Wired or Wireless] page step from horizontal to straight when language is [Pyccknn].
16. [BTD2010120298] The word will be cut in some page when language is CHT and CHS.
17. [BTD2010120635] It only CHT translate the [Reset] word on [Resetting your camera] page. Please keep the word been [Reset] to match the real. 
18. [BTD2010120876] It did not translate the word about [Next] on [2-C Set Up Camera: Set up your Internet connection] page at Intranet explain when language is [Protugues], [Pyccknn] and [繁體中文].
19. [BTD2010120914] When set invalid HEX characters, the warning message are different about [Select a Wireless Network] and [Custom…].
Other：
2. None.
Known Issue and Limitation：

5. [BTD2010120288] It can not work normal when Wireless Name (SSID) set more than 28 characters.
6. [BTD2010120696] Set camera Static IP with not working secondary DNS, it will login to [2-C Set Up Camera: Set up you Internet connection] page.
7. [BTD2010120731] Camera set static IP address using default settings on webpage, D-Link Setup Wizard will display [Invalid Gateway / Primary DNS] and can not login to next step when choose [Intranet Only].
8. [BTD2010120911] DCS-932 wireless channel is 1 to 14, but D-Link Setup Wizard only supports 1 to13.
Version: v1.01.0902
Date: Dec. 02, 2010
New Features：

3. None.

Enhancements：

3. None
Problems Resolved：

20. Fix the bug that wireless SSID continue space issue (only show one space) at finish page [BTD2010110478].
21. Modify the TChinese wording, see the attach file
https://172.19.151.197/drops/IPView/OEM/D-Link/DCC/DCS-930_WW/wizard_bug.png
Other：
3. None.
Known Issue and Limitation：

9. None
Version: v1.01.0824
Date: Nov. 24, 2010
New Features：

4. None.

Enhancements：

1. None.

Problems Resolved：

1. It could launch more than one wizard in a PC.
2. Add [Retry] button in the wan setting while setting the netwrok occured time out.
Other：
4. Change the D-ViewCam link to http://www.dlink.com/corporate/worldwideoffices/.

5. Change the DVC UM link to http://ipsurveillance.dlink.com.tw/product_detail.asp?CategorySno=IJ&sno=HLNJ
6. Change the Acrobat reader link to http://www.adobe.com/go/EN_US-H-GET-READER.

7. Modify wording issue (BTD2010110398, BTD2010110312, BTD2010110496).
8. Promote the application to the Administrator rights.

Known Issue and Limitation：

10. None
Version: v1.01.0805
Date: Nov. 05, 2010
Base on DCS-930L DI 1.01.0526 version.
New Features：

5. None.

Enhancements：

4. image adjustments(Enhancement Item1)
5. Add more explanation WPS page (Enhancement Item2)
6. wireless setting reminding screen adjustments: (Enhancement Item3)
7. wireless settings fix: (Enhancement Item4)
8. Internet connection Fix: (Enhancement Item5)
9. Add a lightbox alert for the program detected need to skip the mydlink register step. (Enhancement Item6)
10. Complete page fix: (Enhancement Item7)
11. In order to unify mydlink wizard for CD wizard and online wizard, there will always be footer entry points for software, doc link. If there is no files to be connected while the user clicking on the footer, there will be direct link to below URL respectively (Enhancement Item8).
12. Wizard will get a session key from a camera and include this session key while binding the camera to a mydlink account.
The Item 1~ 8 please refer the “mydlink Setup Wizard enhancement requirements 20101011.doc”,

The Item 9 refer the “mydlink Setup Wizard enhancement requirements 20101019.doc”
Problems Resolved：

22. None.
Other：
9. None.
Known Issue and Limitation：

11. None
