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2 Password : | sssss
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TRUE : VPI:0,VCI:100

TOT : VPI:1,VCI:32

TT&T : VPL:0, VCI:33

3BB : VPI.0, VCI:33

Maxnet : VPI:0, VCI:33

CS Loxinfo : VPI:0, VCI:33

BuddyBB : VPIL:0, VCI:35

Samart : VPI:0, VCI:35

CAT : VPI.0, VCI:35

ATM PVYC CONFIGURATION
VPI: IEI (0-233)

VCI: | 100 (32-65535)

Service Category: |UER Without PCR ~ |

Peak Cell Rate: I icellsfs]
Sustainable Cell Rate: I fcelsfs)

Maximum Burst Size: I el
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Encapsulation Mode

COMMNECTION TYPE

1 LF"rutnI:uI: | PPP over Ethernet (PPPOE) ||

2 [Encapsulatiun Mode: |LLC/SMAP-BRIDGING ~ |

Enable Multiple ¥lan Over One Connection:
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PPP USERNAME AND PASSWORD

PPP Username: Idlink 123@isp. com

PPP Password: | L LIIT)

Confirm PPP Password: |sessss

Authentication Method: |.|5.LITr::u - I
Dial On Demand (With Idle Timeout Timer): [~

Inactivity Timeout: | rninutes [1-43201%

Dial On Manual: [~

MTU Size: | 1492 (1370-1492]

PPP IP Extension: [

IPV4 Setting
[T use Static IP Addres.

1P Address: |0.0.0.0
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Enable NAT:

Enable Firewall: ¥

Enable IGMP Multicast: [~
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SETUP - SUMMARY

VPI / ¥YCI: Oy 100

Connection Type: PPPoE

Seryice Name: pppoe_O_0 100
Service Category: LIBFR.

IP Address: Autornatically Assigned
Service State: Enabled

NAT: Enabled

Firewall: Enabled

IGMP Multicast: Disabled

Quality Of Service: Enabled
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Manually Configuring PPPoE Connection on the DSL-2730U/ DSL-2750U

Model : DSL-2730U/DSL2750U : Hardware Version: T1 , Firmware Version : 1.0

Date: 9 Aug 2011

Step 1: Open a web browser such as Internet Explorer, Mozilla Firefox, Safari and etc. On the Address
bar type in the LAN IP Address of the DSL-2750U which is 192.168.1.1 and then press on the Enter
key on your keyboard.

B http://192.168.1.1/

File Edit View Favorites Tools Help

Step 2: A login screen will appear, type in the User Name and the Password as “admin” all in lower
case and then type in Validate Code and then click on the Log In button.

Welcome to DSL-27500 Web Managerment

Username : Iadmin 'I I

r Refresh I

™ Remember my login info.
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Step 3: Click on the SETUP tab and then select on Internet Setup on the left hand side. Under the
WAN Setup, click on the button Add.

DsL-27500 1 setup ADYANCED MAINTENANCE STATUS

Choose "add”, "Edit", or "Delete” to configure Wan interfaces. & maximumn of 8 entries can be conf

WaN SETUP

Time and Date
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Step 4: Under the ATM PVC CONFIGURATION, configure the following;

VPI: Enter the VPI provided by your Internet Service Provider (ISP)
VCI: Enter the VCI provided by your Internet Service Provider (ISP)

TRUE : VPI:0,VCI:100

TOT : VPI:1,VCI:32

TT&T : VPI:0, VCI:33

3BB : VPI:0, VCI:33

Maxnet : VPI:0, VCI:33

CS Loxinfo : VPI:0, VCI:33

BuddyBB : VPI:0, VCI:35

Samart : VPI:0, VCI:35

CAT : VPIL.0, VCI:35

ATM PYC CONFIGURATION

voI: [0 | (0-255)

YCI: | 100 (32-63533)

Service Category: |UBR without PCR = |

Peak Cell Rate: | iellsfs)
Sustainable Cell Rate: I icellsfs)

Maximum Burst Size: | fels)




Step 5: Under the CONNECTION TYPE, select PPP over Ethernet (PPPoOE) on the drop down
menu for Protocol and then select LLC/SNAP BRIDGING on the drop down menu for
Encapsulation Mode.

CONNECTION TYPE

1 LF"rutul:uI: | PPP over Ethernet (PPPOE) ||

2 [Encapsulatiun Mode: |LLC/SMAP-BRIDGING 4

Enable Multiple ¥lan Over One Connection: [

802.1P Priority [0-7]: |-1
802.10 YLAN ID [D-4094]: |-1

Step 6: Enter the Username and the Password provided by your Internet Service Provider (ISP)
under the PPP USERNAME AND PASSWORD section.

PPP USERNAME AND PASSWORD

PPP Username: Idlink 123@isp. com

PPP Password: | L LIIT)

Confirm PPP Password: |sessss

Authentication Method: IF'.I_ITO - I
Dial On Demand (With Idle Timeout Timer): [

Inactivity Timeout: | (rninutes [1-43201)

Dial On Manual: [

MTU Size: I 1492 (1370-1492)

PPP IP Extension: [~

IPV4 Setting
[T Uuse Static IP Addres.

IP Address: |0.0.0.0




Step 7: Click on Next button to continue.

NETWORK ADDERESS TERANSLATION SETTINGS

Enable NAT: [

Enable Firewall: v

Enable IGMP Multicast: [~

Service Name: IpppDE_EI_EI_lEIEI

Mewxt | Cancel |

Step 8: Click on Apply button to save the settings.

SETUP - SUMMARY

VPI / ¥CI: 0/ 100

Connection Type: PPPoE

Service Name: pppoe_0_0_100
Service Category: LIBR.

IP Address: Autornatically Assigned
Service State: Enabled

NAT: Enabled

Firewall: Enabled

IGMP Multicast: Disabled

Quality Of Service: Enabled

o | [ ]

More information please you contact us

Web site : www.dlink.co.th

Support Email Address : support@dlink.com.sg
Technical Support Hotline : 66-2661-7997

D-Link Service Center : http://www.dlink.co.th/Support/center.asp
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