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AU 2 : M3 Log In 11 11)fignsal Router
2.111)A Web Browser (Internet Explorer , Firefox , Google Chrome) wazlam

http://192.168.1.1 1 Address Bar ﬁigﬂ

& hitp://192.168.11/cgi-hin/webproc

v .
2.2 iUy i]&’W“U‘I’i‘I:h Login Tﬂﬂﬂ'lllimiﬂi]'lﬂiiw'm ﬁ'ﬂ
Username : admin

Password : admin

o t v a v v 9 o A .
Na90INUY 1dA1 Username 1182 Password (30035081182 Gl?W‘nmiﬂﬂ‘ﬂ‘lJll Login

Input username and password

Username : defultum:adnin
Password : ll....‘ default password : admin

Remember my login info. on this computer
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Username 118 Password 1ﬁ’gﬂﬁ?ﬂdaﬂﬂﬁ
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Message from web_p\ig.e M

i
iE Username or Password wrong!

o

Fumouti 3 : nd1nilda1 Username 11ag Password gndead sxamnsoh ldamih

) v
Setup Wizard tiiefnaasginsal

. . . Do g
3.1 Wenaiilu Setup Wizard vzgmindundanihaa li) ilouaasiuneuizians

Product Page: DSL-2750E Firmware Version:TH_1.02

This wizard guides you to configure your new router and connect te the Internet step by step.
m Step 1 : Set Time and Date
= Step 2 : Setup Internet Connection
» Step 3 : Configure Wireless Network
m Step 4 : Set password
u Step 5 : Completed and Quit
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3.2 natju Next 1o ldsduaouda 11 azwudn nihveazuaasliaan Time and Date

Iidenmiae ) sagiduars udinaijy Next

With the time configuration function, you can configure, update, and maintain the correct time of the internal system clock. In
this page, you can set the time zone that you are in and set the network time protocol (NTP) server. You can also configure
daylight saving to automatically adjust the time if necessary.

TIME SETTING

: Automatically synchronize with Internet time server

Primary NTP time server: ntp1.dlink com

Secondary NTP time server: ntp.dlink com tw

05 |mon [23 Jpay [00 |Hour [

Manual setup time:

Time Zone: | (GMT+07:00) Bangkok, Hanol, Jakarta [=]

Automatically adjust clock for daylight saving changes
Daylight Saving Start: 2000 Year 04  Mon 01 Day 02 Hour 00 Min 00 Sec
Daylight Saving End: 2000 Year 09  Mon 01 Day 02 Hour 00 Min 00 Sec
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3.3 wihdauvzisngmsaaasa PPPoE Tideniszmai 1%y &eifie Thailand
) .
@sgmalne) na1miu 1ureq Intemet Service Provider 1didang 13 msiiisldueg
o A v A ' 4 9 9 o
vdsnnidentdd Router 21dena1 VPI tiag VCI igndealiiuisies
<
Protocol : 1i@omilu PPPoE
nasomiulildm Username 1a Password 7t Idunang1disns aqluludauil
4
Tag Password ﬁ/ﬂﬂﬁ 2 139 (171“]16@ Password t1a¢ Confirm Password) ua"qnﬂﬂm Next
Ed
Tudred1ail 1aen 1% TRUE ud21d Username : example@truehisp 40¢ Password : password

Wudu

+2 +4 55
Please select your ISP (Internet Service Provider) from the list below.

country : Thailand =]
18P : TRUE (Huawei)[ ]

Protocol :
Encapsulation Mode:
wPI: 0  (0255)
ver: 100 (32-65535)

Search Available PVC :

PPPOE PPPOA

Please enter the user name and password provided by your Internet service provider (ISP). Note that the information is case-
sensitive. Click "Next" to continue.

Username : example@truehisp

Password : =

Confirm Password : &
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3.4 Aupoudain wilumsanna Wireless (WIFI) viogilnsall3ae

34.1 Glﬁilﬂﬂmﬂ%lﬂu Iﬂ&ls%ﬂ‘ﬁ‘]}m Enabled Your Wireless Network
3.4.2 nlagus SSID (suiaiiou Yeveuaionisliavuona)

24 gy F)
Tagaunsaaase ldmuanudeens

)
3.43 s liidesmsasmszuuanuilasansliiden None
)
3.4.4 Miilalszasd lumsasmanudasasevesszuuniote 1 ae
s ; .

Tasaunsaidon Idnaszuuanuasasodwaszaudiga (WEP) laudagage (WPA2)

Tuded1aiiiden WPA2 Tas WPA2 Pre-Shared Key 111 12345678 iudu

L2 . s
iedaAA1a q Sevieends litnatly Next iive ldsiuaeude 1)

The wireless network is enabled by default. You can deselect it to disable it and dlick "Next” to skip the configuration of wireless

network.
Enable Your Wireless Network :
For security concerns, it is highly to change the pi network name. Please set 2 name for your wireless

network that can be easily recognized by wireless dients.
‘Wireless Network Name (SSID) : D-Link

If you select "Visible”, the SSID of your wireless network can be found by wireless dients. If you select “Invisible”, your wireless
network is hidden and users need to manually enter the SSID in order to connect to your wireless network.

Visibility Status : @ Visible ) Invisible

In order to protect your network from hackers and unauthorized users, you are highly recommended to select one of the
following wireless network security settings.

Best

) None © wep © WPA2-PSK

Security Mode:WPA2-PSK.
Select this option if your wireless adapters support WPAZ-PSK.

Please enter your wireless security key:

WPA2 Pre-Shared Key : s |

(8-63 characters, such as a~z, A~Z, or 0~9, i.e. "YoFortress123&")
Note: Please enter the same key on your wireless clients to enable proper wireless connection.

Quick Installation for DSL-2750E

D-Link



Tunaui 4 : wined mSumsn)asunassiariu (Password) Y84 admin

4.1 lunsilifamnlszasdlumsnlasuilas Password 1¥naily skip

42 $doamanlFovunlaaliidufiumseng o faif

Current Password: 1d Password Tagaiuii 199 10g (Tasa191n 15991l admin)

New Password : 1d Password ﬁé’limmi

Confirm Password : 1& Password Glﬁijﬁﬁ)@\iﬂ15?]ﬂﬂ§'\1 (ﬁidﬁu‘ﬁﬂi New Password)‘l’iﬂwﬂinma‘!l'u

. s
a1y Next i ldauaoudeli (s1eaziBoadsgildmas)

Use the fields below to change or create passwords. Note: Password cannot contain a space.

ACCOUNT PASSWORD

Username:

Current Password: default password : admin

New Password: e

Confirm Password: sssssess |

BROADBAND
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The following shows a detailed summary of your settings. Please print this page out or write the information on 3 piece of
paper, and save it, so you can correctly configure the settings on your wireless client adapters later based on the information
in this page.
Time Settings : enable
NTP Server 1 : ntpl.dlink.com
NTP Server 2 : ntp.dlink.com.tw
Time : not set!
Time Zone : THA
Davlight Saving Time : enable
Daylight start : 2000-04-01T02:00:00
Daylight end : 2000-09-01T02:00:00
wan_type DSL
VPL/VCI: 0/100
Protocol : PPPoE
Connection Type : uc
Username : example@truehisp
Password : password
Wireless Network Name (SSID) : D-Link
Visibility Status : visible
Encryption WPA2-PSK
Pre-Shared Key : 12345678
WEP Key : not set!
New passward: admin123
(Back |

) { o 3 o s o o 3 3 1
TUADUN 6 : NAIINHU ﬂ§"LL!1i?Jﬁﬂﬂgiﬂﬂlﬂm@i‘ﬂxﬂWﬂﬁ%y’ﬂ NAWINATIVUADUT
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WusuasaIsnmsaem

., Dlease wait for the process

BROADBAND

Quick Installation for DSL-2750E

D-Link



-10-

Fhaativayumamumaiin

Call Center #e1avINSAWN 02-6617997

mun'lng : §um3 5 gn3 a1 9.00 1. - 18.00 .

Thai : Mon — Fri : Time 9.00 — 18.00.

Mudangu : 103, oriiad , Turigaudngay uaz Fusssum Hi 18.00 .
English : Sat — Sun , Public Holiday and after 18.00 weekday.

‘Website : www.dlink.co.th

Email: support@dlink.com.sg

Facebook : http://www.facebook.com/DLinkThailandFans
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Nationwide D-Link Service Centres

Phitsaniok Branch

11747 Praongdam Road

Turnbon Nai hueang,

Armphoe Mueang Phitsanulok
Changwat Fhitsanulok 65000, Thailand

Tel : +86 () 5521-2323-5
Fax ! +66 (0) 5521-2326
Operating hors
WMondays tll Friday

9am o Gpm

Charn Issara Tower [1 Rayong Branch

3rd Flor, Charn Issara Tower IT 217/24 Sikhumyit Road

2922/138 New Perchburi Road Turrbon hoen Phra,

Khwang Bangkapi, Khet Hay-Kuang, Amphoe Mueang Rayong

Bangkok 10320, Thailand Changwsat Rayong 21000, Thailand

Tel : +66 (0) 3880-0631-3

Tel : +66 (1) 2308-2040 Fax ¢ +66 (0) 39800634
Fax : +66 (0) 23082024 Operating hours

Call Center : 486 (0) 2716-6660 Mordays till Sunday
Operating hours: gam to Bpm

Mordays til Friday

gam to 6pm

Phuket Branch

156/3 Phang Nga Road

Turnbon Taratyal,

4mphoe Mueang Phuket
Changwat Phuket 83000, Thailand

Tel : +66 (0) 7623-29063
Fax : +66 (0) 76232000

Cperating hours:
Mandays tll Friday
9am 1o eprn
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D'Link) Technical Support Setup Procedure

WIRELESS N 300 ADSL2+ Modem Router DSL-2750E
Step 1: Connect device

1.1 Connect telephone line from wall outlet to DSL-2750E directly or
1.2 If you wish to use internet and your telephone at the same time, please use the splitter that
comes with the packaging box.

The splitter has three ports:
LINE: Connect to a wall phone jack (RJ-11 jack)
Modem: Connect to the Line interface of the router
PHONE: Connect to a telephone set

1.3 Use LAN Cable (CATSE: RJ45) to connect your computer to any LAN port of DSL-2750E.

Telephone Line

S

UTP RJ-45

DSL-2750E
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Step 2: Login to Router

2.1 Open Web Browser (Internet Explorer, Firefox , Google Chrome) and enter
http://192.168.1.1 on the Address Bar.

T ———

| © nttp://1921681.1 /cgi-bin/webproc

———

2.2 On the login page, please enter username and password and click ‘Login’.

Default Username and Password:
Username: admin
Password: admin

Input username and password

Username : defalltusumne:adnin
Password : ...o.‘ default password : admin
Remember my login info. on this computer
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2.3 You will be prompted with error message below if you enter the wrong username or

password. Please re-login.

3
Message from webpage -

i@ Username or Password wrong!

|

Step 3: On the device Setup page, please click on ‘Setup Wizard’ to run the step-by-step

configuration wizard.

3.1 Click ‘Next’ to continue.

Step1:
Step2:
Step3:
Step4:
Step 5:

This wizard guides you to configure your new router and connect to the Internet step by step.

Set Time and Date

Setup Internet Connection
Configure Wireless Network
Set password

Completed and Quit

BROADBAND
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3.2 The Time Configuration option allows you to configure, update, and maintain the correct
time on the internal system clock. From this section, you can enable or disable Daylight Saving
and set the time zone that you are in and set the NTP (Network Time Protocol) Server. Click
"Next" to proceed to next step.

2 :3 4 5
With the time configuration function, you can configure, update, and maintain the correct time of the internal system clock. In
this page, you can set the time zone that you are in and set the network time protocel (NTP) server. You can also configure
daylight saving to automatically adjust the time if necessary.

TIME SETTING

Automatically synchronize with Internet time server

Primary NTP time server: ntp1_dlink com

Secondary NTP time server: Mpdllnkcumlw

M 012] Year [05 Al pay [00

TIME CONFIGURATION

Time Zone: |(GUT+07.00) Bangkok Hanoi Jakaria =

Automatically adjust clock for daylight saving changes
Daylight Saving Start: 2000/ Year 04 |Mon 01 Day 02 Hour 00 Min 00 Sec
Daylight Saving End: 2000 Year 09 Mon 01 Day 02 Hour 00 Min 00 Sec

3.3 PPPoE Configuration:

3.3.1 Please select Country: Thailand

3.3.2 ISP: Please select your Internet Service Provider (such as : 3BB, TOT , TRUE)

After you have selected your Internet Service Provider , the wizard will fill up VPI and VCI
setting automatically.

3.3.3 Protocol: Select PPPoE

Please insert your PPPoE username and password (these parameter come from Internet Service
Provider).

Enter password twice (Password and Confirm Password)

Click Next.

In the example below: Select TRUE , Insert Username : example@truchisp Password : password

Quick Installation for DSL-2750E
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Please select your ISP (Internet Service Provider) from the list below.
country : Thailand -

ISP : TRUE (Huawei)

Mode: LLC -
VPI: 0 (0-255)
veI: 100 (32-65525)

Search Available PVC :

PPPOE PPPOA

Please enter the user name and password provided by your Internet service provider (ISP). Note that the information is case-
sensitive. Click "Next" to continue.

Username : example@truehisp

Password : ¢ .

Confirm Password : ssessses|

[ e ) ()

3.4 Wireless (WIFI) Setup:

3.4.1 Check the ‘Enable Your Wireless Network” box.

3.4.2 Enter your preferred wireless network name (SSID).

3.4.3 Enter your wireless encryption key. If you do not want to setup Wireless Security, please
Select ‘None’.

Example of WPA key configuration: Select WPA2 , WPA2 Pre-Shared Key is 12345678
Click Next.

Quick Installation for DSL-2750E
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The wireless network is enabled by default. You can deselect it to disable it and click "Next” to skip the configuration of
network.

Enable Your Wireless Network :

For security concerns, it is highly ded to change the pi network name. Please set 2 name for your wireless
network that can be easily recognized by wireless clients.

‘Wireless Network Name (SSID) : D-Link

1f you select "Visible”, the SSID of your wireless network can be found by wireless dlients. If you select "Invisible”, your wireless
network is hidden and users need to manually enter the SSID in order to connect to your wireless network.

Visibility Status : © visible () Invisible

In order to protect your network from hackers and unauthorized users, you are highly recommended to select one of the
following wireless network security settings.

Level Best

) None WEP ) WPA-PSK ©) WPA2-PSK.

Security Mode:WPAZ-PSK
Select this option if your wireless adapters support WPA2-PSK.

Please enter your wireless security key:

‘WPA2 Pre-Shared Key :

(8-63 characters, such as a~z, A~Z, or 0~9, i.e. "%Foriress123&")
Note: Please enter the same key on your wireless clients to enable proper wireless conneaction.

Step 4 : Change administrator password:

Default Username and Password:
Username: admin
Password: admin

4.1 If you do not wish to change the administrator password, please click ‘Skip’
4.2 Please follow steps below if you wish to change password,

Current Password: Insert current Password (Default Password is admin)

New Password : Insert new Password

Confirm Password : Insert new Password again

Click Next.

Quick Installation for DSL-2750E
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Use the fields below to change or create passwords. Note: Password cannot contain a space.

ACCOUNT PASSWORD

default password : admin

Confirm Password: sssssess

BROADBAN

Step 5 : This page shows a summary of setup that you have just completed. Click Apply.

The following shows a detailed summary of your settings. Please print this page out or write the information on a piece of
paper, and save it, so you can correctly configure the settings on your wireless dlient adapters later based on the information
in this page.
Time Settings : enable
NTP Server 1: ntpl.dlink.com
NTP Server 2 : ntp.dlink.com.tw
Time : not set!
Time Zone : THA
Daylight Saving Time : enable
Daylight start : 2000-04-01T02:00:00
Daylight end : 2000-09-01T02:00:00
‘wan_type DSL
VPI [/ VCI & 0/100
Protocol : PPPOE
Connection Type : uc
Username : example@truehisp
Password : password
Wireless Network Name (SSID) : D-Link
Visibility Status : visible
Encryption : WPA2-PSK
Pre-Shared Key : 12345678
WEP Key : not set!
New passward: admin123
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Step 6 : The device will reboot. You may start using the device after rebooted successfully.

Set in......., please wait for the process

BROADBAND
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Technical Support

Call Center : 02-6617997

o ¢ = 2
munlng : Suns da 1031381 9.00 1. - 18.00 .

Thai : Mon — Fri : Time 9.00 —

18.00.

-10-

o 4 a ¢ v o ¢ @ 9
MBVINGY : 103, DINAY , IUTYAUVAYDY LA IUFITHAT 109 18.00 .

English : Sat — Sun , Public Holiday and after 18.00 weekday.

‘Website : www.dlink.co.th

Email: support@dlink.com.sg

Facebook : http://www.facebook.com/DLinkThailandFans

Nationwide D-Link Service Centres

Chiang Mai Branch

21 Moo 3, Chiang Mai-Lampang Road

Turmbon Chang Pueak, Amphoe Mueang Chiang Mai
Changurat Chiang Mai 50300,

Thailand

Tel : +66 (0) 5340-0482-6
Fax | +66 (0) 5340-9486
Operating hours:

Mordays til Friday

gam to Bpm

Charn Issara Tower 11

3rd Flor, Charn Issara Tower IT
2822/138 New Perchburi Road
Khwiang Bangkapi, Khet Hay-Kuang,
Bangkok 10320, Thailand

Tel : +66 (1) 2308-2040

Fax 1 +66 (0} 2308-2024

Call Center : +66 (0) 2716-6669
Operating hours:

Mordays til Friday

Sam to pm

Surat: Thari Branch

412/8 Talat Mai Road

Tumbon Talat,

Arphoe Mugang Surat Thani
Changwat Surat Thani 84000, Thailand

Tel : +66 (1) 7721-7907-10
Fax ¢ +66 (1) 7721-7910
Operating hours:

Mandays till Fricay

arm to 6
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Phitsaniok Branch

11747 Praongdam Road

Turnbon Nai hueang,

Amphoe Mueang Fhitsanulok
Changwat Phitsanulok 65000, Thailand

Tel : +66 (0) 5521-2323-5
Fai : +66 (1) 5521-2326
Operating hours
WMondays tll Friday

9am to 6pm

Pantip Plaza Branch

4th Fl. Pantip Plaza 604/3 Petthburi Road Room
439-440

Kuvang Thanon Petchburi, Khet Ratchathewi
Bangkok 10400, Thailand

Tel : +66 (0) 2656 6037

Tel : +66 (0) 2656 6054

Fax | +66 (0) 2656 6042

Operating hours:

Mordays til Sunday

10am ta 7pm

Phuket Branch

1563 Phang Nga Road

Turnban Taratyal,

Amphoe Mueang Phuket
Changwat Phuket 83000, Thailand

Tel : +86 {0) 7623-2906-9
Fax : +66 (0) 7623-2909
Cperating hours:
Mondays tll Friday

9arn o 6pm

Rayong Branch

217/24 Sikhumyit Road

Turrbon haen Phra,

Amphoe Mueang Rayong
Changwat Rayang 21000, Thailand

Tel : +66 (0) 3880-0631-3
Fax | +66 (0) 3980-0634
Operating hours:
Mordays til Sunday

Gam to B

Hat ‘& Branch

48/106 Phadungpakdes Road
Turmban Hatyai, 4mphos Hatyai
Changwat Songkhla 90110, Thailand

Tel ; +66 (0) 7435-4550-61
Fax : +66 {0) 7435-4561
Operating haurs:

Mondays bl Friday

Sarm to 6pm

D-Link






WIRELESS NETWORK REMINDER

Wireless Network Name (SSID)

Wireless Network Password

Ver. 1.00(TH) 2013,/04,/03





