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DSL-2750U Firmware Release Notes  
Firmware: Gan5.CT02W-B-DL-R4B025-TH.EN

Hardware: Gan5.CT02W-B
Date:2011-9-27
Problems Resolved:
1. a: Change the 'dial' button to 'manual dial'. b: write a description "if you manually connect up the 3G connection by clicking the 'manual dial' button, it will always stay connected, even when DSL connection is back alive".
2. remote access port clash with virtual server
3. Let those DHCP client without host name to display out, and show host name as unknown host.
4. Change TH_1.00 to TH_1.01
Enhancements:
None
Known Issues: 

None

Firmware: Gan5.CT02W-B-DL-R4B024-TH.EN

Hardware: Gan5.CT02W-B
Date:2011-9-8
Problems Resolved:
1. Change the internet led status. If any wan connection is up ( as before is the first wan connection ), the internet led change to green. When there is 3G data interaction, the internet led is blink.
Enhancements:
None
Known Issues: 

None

Firmware: Gan5.CT02W-B-DL-R4B023-TH.EN

Hardware: Gan5.CT02W-B
Date:2011-9-5
Problems Resolved:
1. Support multiple concurrent admin login.

2. 3G support for D-Link dongles.

3. Wizard WEP setting prompt for 8 character instead of 5.

4. After wizard settings, WEP key is saved as 128bit.

5. PPP sometimes takes very long to re-connect.

6. New feature - enable routing between zones option.

7. Wireless Wizard WEP key wrong.

8. Filtered MAC still able to access device resources.

9. Speedtest upload cause all LAN PC cannot access WAN (HTTP) when filtering in ON.

Enhancements:
None
Known Issues: 

None

Firmware: Gan5.CT02W-B-DL-R4B022-TH.EN

Hardware: Gan5.CT02W-B
Date:2011-7-20
Problems Resolved:
1. WEP key setting is unsuccessful on tr69, cause CD Router gets wireless parameter values are not successful.
Enhancements:
None
Known Issues: 

None

Firmware: Gan5.CT02W-B-DL-R4B021-TH.EN

Hardware: Gan5.CT02W-B
Date:2011-7-18
Problems Resolved:
1. support IPV6.
2. solved the problem that wired client can't access wireless camera connected to DSL-2750U.

3. PC shouldn’t open Web GUI from WAN side by using LAN IP address when DUT sets to bridge mode.
4. UPnP icon should be 'D-Link DSL-2750U'.

5. The Enable button in QoS classification page doesn't work.
6. Internet LED still light after DUT terminate PPPoE session.
7. LAN PC couldn't login FTP server on remote PC via Active mode.
8. DUT's FTP Server port doesn't auto shift port to 2121. FTP client can't connect to FTP DUT's server.

9. Change the default SNMP system name to ‘D-Link’.

10. The sync rate will be incorrect if Annex M is enabled on DUT but not enabled on IP DSLAM.
11. support LAN loopback function.

12. Wireless client can't connect to DUT in "802.11n auto/WEP" mode. (add WEP Encryption in wireless open mode)

13. PC1 connected to main SSID shouldn’t ping to PC2 connected to guest SSID.
14. Two LAN side phones (DPH-150SE C1) can make call but cannot hear voice each other.
15. Remote PC couldn't login FTP server on LAN PC via Passive mode.
16. DUT hang up after upgraded illegal image. (add digital signature)

17. add the WPS switch option.

18. add the WPS config interface, including the AP PIN field.

19. support ‘InternetGatewayDevice.LANConfigSecurity’ node, so that CD Router can test.

20. PPPoE reconnect during 12 hours in BT endurance test.
Enhancements:
None
Known Issues: 

None

Firmware: Gan5.CT02W-B-DL-R4B020-TH.EN

Hardware: Gan5.CT02W-B
Date:2011-6-10
Problems Resolved:
1. change the wireless bandwidth to 40M in factory mode.

2. change the default wireless country to Thailand.

Enhancements:
None
Known Issues: 

None

Firmware: Gan5.CT02W-B-DL-R4B010-TH.EN
Hardware: Gan5.CT02W-B
Date:2011-5-5
Problems Resolved:
1. enable Annex M and SRA by default.
Enhancements:
None
Known Issues: 

None
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