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Software Release Note for STA
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	Product Name
	RT2870 Wireless Card

	Interface Supported
	USB

	Install Package Version
	ALPHA_USB_DWA123 D-4.2.7.0 UI-2.6.2.0_2013_01_04.dmg

	RT2870 Driver Version
	4.2.7.0


	User Interface Version
	2.6.2.0

	Date
	2013-01-04


System Requirement:


Mac OS X 10.8.X or 10.7.X or 10.6.X or 10.5.X
Hardware Supported:

Ralink RT2870 chipset USB NIC
Software Supported:

For Mac OS X 10.8.X or 10.7.X or 10.6.X or 10.5.X: 
D-Link DWA123-Install.pkg
Release History:
ALPHA_USB_DWA123 D-4.2.7.0 UI-2.6.2.0_2013_03_12.dmg
UI – V.2.6.2.0
1. Fix UI’s version 
ALPHA_USB_DWA123 D-4.2.7.0 UI-2.6.1.0_2013_01_04.dmg
Driver – V.4.2.7.0
1. For 3573: Disable HW_GPIO checking Radio On/Off

2. For 3573: Set VCO is the middle
3. New Add pid&vid for WNC USB\Vid_13b1&Pid_003b

Driver – V.4.2.6.0
1. 5G band can’t scan AP after radio on/off.

Driver – V.4.2.5.0
1. Re-modify 4.2.4.0.

Driver – V.4.2.4.0
1. Changed Sitecom’s RT3573 from 3x3 to 2x3.

UI – V.2.6.1.0
2. Support DWA123
ALPHA_USB_DWA123 D-4.2.3.0 UI-2.6.1.0_2012_02_22.dmg
Driver – V.4.2.3.0
2. Fixed 5370G PPAD of Aux Antenna problem.

ALPHA_USB_DWA123 D-4.2.2.0 UI-2.6.1.0_2012_02_02.dmg
Driver – V.4.2.2.0
1. Fixed WEP 128 bit connection problem.

2. Enhanced auto co-work for 32/64 bit driver with 32/64bit UI.
UI – V.2.6.1.0
3. When delete profile, the Preference Panel UI sometimes crash. Fixed.
ALPHA_USB_DWA123 D-4.2.1.0 UI-2.6.0.0_2012_01_03.dmg
Driver – V.4.2.1.0
1. 32Bits Driver supported 64Bits Preferecne Panel UI..

Driver – V.4.2.0.0
1. Tuned scan time.
UI – V.2.6.0.0
4. 11g throughput is only around 12Mbps.

5. Adhoc throughput is only around 6Mbps..

6. WEP or WPA-PSK+TKIP throughput is not good. Around 13Mbps

7. Dlink would not like to auto connect to open none AP.

8. Adapter can’t reconnect to AP with existed profile.

9. After uninstall, please add reboot command.
10. Supported 64Bits Preference Panel UI.

11. [Mac 10.5, 10.6 10.7] Utility version different to release note. Package and release note UI version is 2.5.1.0 , but after install the UI show 2.3.2.0 

12. [10.5] When there is not profile. it will random connect to an AP. When no profile, it will random connect to an 2.4G AP with no security 

13. [10.5, 10.6] Setup string not follow D-Link's SPEC. It should be DWA-160 Wireless Adapter 

14. Wrong information in setup readme. DWA-160 is 802.11a/b/g/n 

15. [10.7] No Utility tray icon on upper right like 10.5 or 10.6.

16. [10.7] sometimes utility will crash. STA: Mac Book Air , OS : 10.7. Sometime the utility will crash. Just launch the UI and it crash, no special action.
ALPHA_USB_DWA123 D-4.1.9.0 UI-2.5.1.0_2011_12_12.dmg
1. Added PID/VID.

ALPHA_USB_DWA123 D-4.1.9.0 UI-2.5.1.0_2011_12_02.dmg
2. First release.
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